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XYFAZ / XYFAD

PVC - Drillingsleitungen

 –––––––––––––––––––––————————––––––––––––––––––––––––––––––––––––––

Diese Leitungen sind bestimmt für den Anschluß leichter 

-

maschinen, Büromaschinen, Rundfunkgeräten bei ge-

 –––––––––––––––––––––————————––––––––––––––––––––––––––––––––––––––

Isolation PVC-Mischung TI2,

 nach HD 21.1 S3

 und durch Isolierhülle miteinander verbunden

 –––––––––––––––––––––————————––––––––––––––––––––––––––––––––––––––

Mindestbiegeradius

 –––––––––––––––––––––————————––––––––––––––––––––––––––––––––––––––

PVC - Figure 8 cable /

in dependence VDE 0285-525-2-11 and-71

 –––––––––––––––––––––————————––––––––––––––––––––––––––––––––––––––

To be used as connecting cables for electrical devices such 

The product corresponds to the directive 2006/95/EG (low 

voltage directive).

 –––––––––––––––––––––————————––––––––––––––––––––––––––––––––––––––

 acc. to VDE 0295 cl. 5

Insulation PVC compound TI2,

 acc. to HD 21.1 page 3

Stranding cores laying side by side,

 –––––––––––––––––––––————————––––––––––––––––––––––––––––––––––––––

Nominal voltage Uo/ U                         300 / 300 V

Test voltage 2000 V

Conductor temperature 

Minimum bending radius

in mobile condition:             3 x thickness of cable

 –––––––––––––––––––––————————––––––––––––––––––––––––––––––––––––––

Figure 8 cables are not suited to be used for cooking and 

heating apparatus and for use in open air, in industry and 

agriculture plants and for connecting commercial electrical 

tools.
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Nennquerschnitt

No.cores x
cross-sec.

Farbe

Colour
ca. Außen-Ø

approx. outer Ø 
Cu-Zahl

Copper content Weight
Bestell-Nr.

XBK-code

mm2 mm kg/km kg/km

17,0 20033001

17,0 20033002

bn 17,0

gr 17,0

14,4 23,0

14,4 23,0

bl 14,4 23,0 20033103

rt 14,4 23,0 20033104

bn 14,4 23,0

gr 14,4 23,0

dbn 14,4 23,0 20033120

tr/rt 14,4 23,0 20033100

2 X 1 19,2 29,0

2 X 1 19,2 29,0

29,0 37,0

29,0 37,0

bn 29,0 37,0

gr 29,0 37,0

tr/rt 29,0 37,0

48,0

48,0

tr 48,0

2 X 4 77,0 101,0

2 X 4 77,0 101,0

2 X 4 tr 77,0 101,0

34,0 20034001

34,0 20034002

bn 34,0

gr 34,0


