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Innengewinde reduziert / female thread reduced

- Material 1.4408 (AISI 316) V4A
307 R Abmessung Baumale Gewicht
Zoll A B kg Artikelnummer
3/8"-1/4" 20,0 22,0 0,0580 307R038014T |
1/2"-1/8" 23,0 20,0 0,0620 307R012018T O
1/2"-1/4" 23,0 24,5 0,0740 307R012014T |
1/2"-3/8" 23,0 23,5 0,0750 307R012038T |
3/4"-1/4" 23,5 270 0,0970 307R034014T O
3/4"-3/8" 250 270 0,1000 307R034038T |
3/4"-1/2" 275 29,5 0,1210 307R034012T |
1"-1/4" 22,5 29,5 0,1190 307R100014T @)
1"-3/8" 24,5 32,0 0,1360 307R100038T O
1"-1/2" 31,0 34,0 0,1650 307R100012T |
1"-3/4" 34,0 350 0,1920 307R100034T |
11/4"-1/2" 29,0 36,5 0,2300 307R114012T |
11/4"-3/4" 31,5 385 0,2460 307R114034T |
11/4"-1" 370 38,0 0,2620 307R114100T |
11/2"-1/2" 29,5 39,0 0,2285 307R112012T |
11/2"-3/4" 32,0 39,0 0,2320 307R112034T |
11/2"-1" 40,5 44,0 0,3300 307R112100T |
11/2"-11/4" 42,0 42,0 0,3720 307R112114T | -
2"-1/2" 32,0 46,0 0,3900 307R200012T | g
2"-3/4" 35,0 45,0 0,3920 307R200034T | E
2"-1" 36,5 46,0 0,3900 307R200100T | %
2"-11/4" 44,5 48,0 0,5200 307R200114T | °
2"-11/2" 46,0 49,5 0,5100 307R200112T |
Alle MaBe in mm / All sizes in mm W Standard-Lagerartikel / warehouse stock () Auftragsbezogene Fertigung / order related production
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